DoD 6050.5-M
SECTI ON 2
SYSTEM SUMVARY
2.1 System Application

2.1.1 Purpose of the Systems The purpose of the DoD Hazardous Materials In-
formation Systemis to provide a central DoD System for the collection, maintenance,
and dissemnation of the data contained on Material Safety Data Sheets, and the other
data elements specified in the transportation and disposal sections of the nmanual.
This reference data is intended for use of all levels of DoD to:

a. Develop procedures to prevent mshaps in handling, storage, use,
transportation, and disposal of hazardous nmaterials,

b. Apprise DoD personnel of the hazard of materials encountered in DoD
wor kpl aces, and

c. Devise environmental |y acceptable dispo sal procedures.

2.1.2 lnprovements Provided. The systemw || provide, for the first time, a
method for centrally storing information on hazardous materials and making this
information available to users on a routine, tinely basis. Under the current pro-
cedures, each service/agency maintains partial data on hazardous itens in unique
systens/public ations. Data is inconplete and is not readily available to personnel
who need the inf ormat ion. The DoD Hazardous Materials Inf ormat ion Systemw || provide
an organizational structure for systematic collection/devel opment of information on
all itens regardl ess of manager, which require special nmanagement due to potentially
hazardous properties. The information will be routinely published annually with
quarterly cumul ative updates but can be obtained on an NSN basis daily in an emergency.
No centralized system currently exists for accumilating/dist ribut ing inf ormat ion on
al | aspects of hazardous material nmanagenment. Each service/agency has unique pro-
cedures for maintaining partial data.

2.1.3 Specific Performance Requirenents

A The systemwll initially store data in tw files: The Safety Data (SD)
File and the Transportation Data ( TD ) File. The system has the capability to estab-
| i sh, change, or delete records in the SD File and the TD File frominput on the
Mat erial Safety Data Sheets. Each file has the capability to store at least 50, 000
records.

B. The system has the capability to identify and reject data not conformng to
validation criteria.

C. The system has the capability to publish, on mcrofiche, all hazardous
information in the file on an annual basis with quarterly cumulative changes.

D. The _system has the capability to publish, on mcrofiche, restricted
nizardous | Nformation in the pile ON"an anmual Pasi s with quarterly cunul ative changes.
The restricted data consists of the total hazardous data |ess those specific data
el ements designated as restricted.

E. The system has the capability for access to the Safety Data File by
NI I'N, by hazardous component, by specification and by storage code all with or wthout
the focal point indicator. Accessible data elements are shown bel ow

NIIN The systemw || be accessible by NIIN
because it will be in NIN sequence.

2-1



DoD 6050.5-M

Hazar dous Conponent This will use the NIOSH Code for the
appropriate conponent. The NIOSH Code
w il be the primary interrogation elenent
and the secondary element will be the
focal point indicator, which identifies
which focal point is responsible for the
data. The output wll include either a
list of stock nunbers or the total record
for the itens that matched the in-
terrogated el enent.

Specif icat ion The primary element interrogated wll be
the specification nunber and the secondary
elenent will be the focal point indicator.
The output will be either a list of stock
nunbers or the total record of the itens
that matched the interrogated el ement.

Storage Code The primary element interrogated will be
the storage code and the secondary el ement
will be the focal point indicator. The
output will be either a list of stock
nunbers or the total record of the itens
that matched the interrogated el enent.

F. The system has the capability for access to the Transportation Data File by
NIIN and by hazard class of each node of transportation, all with or wthout the focal.
point indicator. Accessible data elements are shown bel ow

NN The system will be accessible by NIIN
because it will be in NIIN sequence.

Hazard C ass per

Transportation Mde The prinaxy element interrogated wll be
the hazard class for a particular node
of transportation and the secondary
element will be tke focal point indicator.
The output will be either a 1i st of stock
nunbers or the total reccrd of the itens
that matched the interrogated el enment.
This interrogation capability wll apply
to all five hazard classes in the system

G The system has the capability to eross -reference part nunbers/trade names, in
either file, to the applicable NSNe The cross-reference is output on mcrofiche along
with the quarterly and annual mcrofiche publication. This cross-reference is used to
determne the NSN when only the manufacturer and his part nunber/trade nane is known.

2.1.4 System Functions
A. The data will be input into the systemon three basic forns. They are the
Addendum Wor ksheet, the Material Safety Data Sheet, and the Transportation Data Sheet.

The MSDS does not contain all of the necessary data elements which will be in the
Safety Data File. Thus the Addendum Wrksheet is always submtted with the Msbs.
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The MSDS is never submtted alone. The basic MSDS that is used is the OSHA Form 20.

B. The data for the Transportation Data File is input on the Transportation Data
Sheet. This sheet cent ains all necessary data elements so an addendum worksheet is
not submtted wit h it. Because the activity which reviews the MSDS may not be the
same one which devel ops the t ransportat ion data and because both types of data may
not be develoopd at the sane tine provisions have been nade to accept input of the TDS
and the NBDS/Eddendun1vwrksheet Separately.

C. The output of the data systemis mcrofiche and paper with a conputer tape output
avai | abl e on special request.

D. It should be recognized that certain data elements will be mssing and will not
be shown in the output. This condition exists because certain data may not be known
at the tinme of publication. \Wen that data elenment has been determined it will be
input by the appropriate focal point. If a data elenment sinply does not apply to
a certain itemthe abbreviation “NNA" (for not applicable) will be input in that field
when specified by the procedures for that data el enent.

2.2 System Operation

A. The procuring act ivit y within the services and vLA will obtain an MSDS from
the contractor as part of the procurement contract. DAR Clause 7-104.98 requires
subm ssion of the MSDS and cites FED STD 313A which gives instructions on how to
conplete the MSDS. The procuring activity will assure that control data elenents are
annotated on the MSDS and forward it to the focal point of the managing Service/ Agency.
The focal point will review the MSDS to ensure the data are complete,reasonable and
| egi bl e. The focal point will also assure that the Addendum Worksheet is conpleted
and attached to the MSDS and that the Transportation Data Sheet is conpleted. The
focal point will submt the data sheets to the Data Bank. The Data Bank will input
the data to the system and produce the output product. Input data will only be
accepted by DGSC fromthe designated focal points.

B. The focal points will be responsible for the technical content of the data
sheets and are only required to submt themin a tinmely nanner with, as a m ni mum
all the mandatory data elements required for entry to the system Transportation Data
may be subnitted separately from the MSDS/Addendum Worksheet .

2.3 Syst em Per formance

2.3.1 | nput

A As was stated in paragraph 2.1.4 there are three forns that are used to
input data to the system They are the MSDS (OSHA Form 20, DD 1813), the Addendum
Worksheet and the Transportation Data Sheet. The MSDS does not contain all the
el ements necessary for control of the systemor for conplete identification of the
item Therefore an Addendum Worksheet is used which contains the necessary additional
data. The Addendum Worksheet is always submtted when a MSDS is submtted.

B. Because the format for the MSDS is not mandatory, a contractor may submt a
Safety Data Sheet that is formatted differently than the OSHA Form 20 or DD 1813.
If it is significantly different fromthese forns the focal point nmay have to re-
format the data onto an OSHA Form 20. It will be a matter of professional judgenent
on the part of the focal points as to whether or not data needs to be reformatted but
final judgement as to the acceptability of the format of a particular contractor’ s
formlies with the DoD Data Bank at DGSC. |If a large nunber of Safety Data Sheets are
received froma particular contractor in his own format it is recommended that the
focal point contact the Data Bank to determine if the format is acceptable for data
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input. If this format is judged to be acceptable then reformatting woul d not be
necessary. The DoD has devel oped DD Form 1813 which is essentially identical to the
OSHA Form 20. If a contractor submts a DD Form 1813, this will be considered an
acceptable format. The data for the Transportation Data File is input on the Trans-
portation Data Sheet. This sheet contains all necessary data elenents so an
Addendum Wor ksheet is not submtted with it.

c. The focal points are not required to submt a specific nunber of input data
sheets in a specific tine frame. The y are. encouraged, however, to submt themin an
even, steady flow rather than wait and submt a large nunber at one tine.

2.3 .2 output

A Qutput will be furnished on mcrofiche in tw formats - Total data from
the Safety Data File and the Transportation Data File and Restricted Data fromthe
Safety Data File and the Transportation Data File. The difference between the two
outputs is that the Restricted Data output will not contain selected data el enents
if the proprietary indicator is marked “YES'.

B. A new basic publication will be published on mcrofiche annually.

Cunul ative changes, in the same formats as available for basic publications, Wil |
be furnished quarterly on mcrofiche. A conplete cross-reference |ist from part
nunber/trade name to NSN will be published on mcrofiche quarterly. The cross-ref-
erence list will also include the manuf acturer' s name. Weekly noncunul ative

hard copy outputs will be provided to each focal point in the same format as the

Tot al Hazardous Information List.  This will be used by focal point personnel to
verify that data has been input correctly and to supplenent the |ist between quarterly
changes.

c. The SD and TD files can be interrogated as follows:

1. SDFile - by NLIN, by specification, by storage code, by NIOSH code or by
any of these with or without the focal point indicator.

2. TD File - by NIIN or by Hazard Cass for each transportation node with or
w t hout focal point indicator.

D. Interrogate ion requests will be forwarded through the service/agency foca
points by telephone or in witing to DGSC which will be responsible for input to
the systemand forwarding replies to the requestor or focal point as specified.

The DLA focal point will not be responsible for interpreting information in the file
or for providing procedural guidance to non-DLA USer conponents.

E. NIIN interrogations shoul d normally be handl ed manually by each focal point
using nornal products available. NIIN interrogations can, however, be processed
routinely on a weekly basis. Oher interrogations will al s0 be processed on a
weekly basis unless too many are received at one time in which case processing
time will be negotiated with the submtter. ©NIIN interrogations wll be output, on
hard copy, in the sane format as Total File Interrogations, with SD File and D
File data. Qher interrogations wll output in hard copy, in one of 2 formats
(I'ist of stock nunmbers only or conplete file data for each stock nunber) as specified
by the requestor.

2k3.3 Response Tine for Queries. Queries to the systemw |l be processed once a
week.

2.3.4 Limtations. The systemis not accessible on an online basis. Also it is
not available on an oncall 24-hour/day basis because the latest information wll be
on the output products and any additional information would only be available from
the contractor during normal business hours. However, for enmergency situations an
energency tel ephone number for the contractor is provided as one of the data elements
I n the MSDS.
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2.3.5Error Detection - During the data entry process, data will be screened for
1:gibilit y and edited for conf igurat ion requirements. |f a nandatory data el enent
is illegible or inerror, the MSDS or TDS will be returned to the originating focal
point, without action, with reason for return noted. |f a nonmandatory data el enent
is illegible or in error, correct data will be entered into the system the in-
correct data element will be returned to the focal point by DGSC.

2. L Data Base. There are three types of data in the system They are general item
identification data, itemtransportation data, and safety and health data. The types
of personnel who will be ut ili zing the data will generally be safety and health,

transportation and disposal specialists, but it will be available to other DoD personnel
who need the data.

2.5 CGeneral Description of Inputs, Processing and Qutputs

A. The procuring activity will obtain an MSDS (0SHA Form 20, DD Form 1813 or any
essential ly identical fornm fromthe contractor for each hazardous item procured. The
procuring activity will assure that each formidentifies the NSN (or ACN/LSN ),
manuf acturer’s name and part nunber/trade name of the item procured and forward forns
to the focal point of the managing service/agency. The managing service or agency
has nmanagenent responsibility for the itemand may not be the procuring activity.

B. The focal point of the managing service/agency will review data on the MSDS
to ensure the data. are conplete, reasonable, legible and conformwth the autonated
data systeminput edit criteria. The focal point will also prepare or arrange for the
preparation and conpletion of the Transportation Data Sheet ( TDS ) for each hazardous
item regul ated for shipping. Edited MSDS and TDS will be forwarded, separately or
t oget her, to DGSC-STF.

c. Data will be entered directly from M3DS or TDS. Data entry will be perforned
daily and input held on tape for weekly system processing. The Data Bank will pro

vide computer tapes, fiche, and hard copy outputs in accordance with established
dist ribut ion requirenents.

D. The Tps and the MSDS/Addendum Wor ksheets do not have to be processed
t oget her but each must contain the mandatory control data el ements. Prior to sub-
mttingeither input sheet the focal point (for either transportation or safety and
heal th)shoul d check the late st edition of the hazardous materials |ist to determne
what data is already in the systemfor that particular NSN, FSCM Part Nunber/Trade
Nane. |f the re is no information about the itemon the list it should be submitted
as an addition. If information on the itemis already on the list the focal point
nust determ ne whether or not a change to the current data is needed. |If so, the
data should be submtted as a change. |If the focal point determnes that a particular
NSN, FSCM FSCNM P/ N is not hazardous as defined in section 1.4 of this manual and
was therefore entered erroneously, then the Addendum Worksheet with the action code
for “delete” should be submtted. If an item was previously hazardous but due to a
change in formulation is no | onger hazardous, the data should not be deleted (see
paragraph 3.2.2 .1.2, item2f, and paragraph 3.2.2.3.2, item2f).
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